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Disclaimers

. The content of this manual is subject to change without prior notice.

. The reproduction or transfer of this manual in any form whatsoever is prohibited without the prior written
permission of the Noise Laboratory Co., Ltd. (NoiseKen).

. Although every effort has been made to ensure that the content of this manual is accurate and complete,
please contact NoiseKen if you find any unclear points, errors, omissions, or other inconsistencies.

. NoiseKen will not be liable for any damages that occur due to improper usage of this product by the
customer, failure to follow the information in this manual, or repair or modifications performed by a third
party other than NoiseKen or a party designated by NoiseKen.

. Regardless of the above, NoiseKen will not be liable for any test results obtained using this product or for its
effects on the tested equipment.

. The trademarks and company names appearing in this manual are trademarks or registered trademarks of
their respective companies. In this manual, the trademark symbol (TM) and registered symbol (R) are
omitted.

. Security Export Control System: Requirements for Exporting This NoiseKen Product
Although this product does not come under rows 1 to 15 of Appended Table 1 of the Export Trade Control
Order, it comes under the restricted goods catch-all in row 16. For this reason, you must submit an export
declaration to NoiseKen before exporting this product outside Japan or temporarily taking it outside Japan
to enable us to conduct a confirmation screening of the final customer, final application, and other details. In
the provided information, the customer will be requested to confirm that the final destination country, final
customer, final application, and other details in the export declaration comply with the restrictions in row 16
of Appended Table 1 of the Export Trade Control Order.

To ensure strict compliance with export control laws, submission of an export declaration is required. Also,
when reselling the product at a location inside or outside Japan, the repurchaser must also be notified of

above information.

* Because the above information is based on laws and regulations, it is subject to change due to revisions in the
applicable laws and regulations. For details on the control and export procedures in laws and regulations, please
contact the applicable government agency (such as the Ministry of Economy, Trade and Industry; Trade and

Economic Cooperation Bureau; Trade Control Department; Security Export Control Policy Division).



1. Software Licensing Terms

. Usage Limitations
Please use the Software for the purposes described in the instruction manuals or the
specifications. Do not use the Software for purposes other than these.

. Intended Users

Please ensure that individuals who use the Software have received the appropriate training and
practice with regard to the entire system in which the Software runs, including the usage
environment, equipment safety, and operating methods.

. Ability to Make Copies

The Software may be installed and used on multiple personal computers by individuals who are
members of the business location (factory, branch office, business office, etc.) that purchased the
Software.

. Handling of Intellectual Property Rights
The Software and the intellectual property rights including copyrights for the Software belong to
NoiseKen.

. Usage Period

The usage period designated by NoiseKen shall take effect when the installation of the Software
or the prescribed procedure for use, whichever is later, has been completed by the Customer, and
the Customer's right to use the Software shall be deemed to have expired at the end of this usage
period.

. Usage Termination Conditions

If the Customer has violated any of the provisions in this document, or has infringed on the
copyrights or other intellectual property rights of NoiseKen, NoiseKen shall have the ability to
revoke the Customer's license to use the Software.

. Procedures Upon Usage Termination
The Customer shall promptly uninstall the Software. (If other instructions have been issued by
NoiseKen, these shall be followed by the Customer.)

. Disclaimer

NoiseKen and its dealers and affiliates will not be liable for any customer damages arising from the
use of this software or for claims of damages by third parties against customers except in the case
of intentional or gross negligence by NoiseKen, its dealer, or affiliates.

. Prohibitions

The following actions are prohibited with regard to the Software.

(N Modifications, additions, and other alterations to the functionality of the Software

(2) Any form of reverse engineering, including decompilation and disassembly, of the Software

(3)Reselling, transferring, redistributing, licensing, etc. of the Software, or the accessories
provided by NoiseKen for the Software, to third parties

(4) Storing the Software, or the information, documentation, and the like provided by NoiseKen for
the Software, on a network in a state wherein it may be conveyed to a third party

10. Handling of USB and other protection keys

The software provided by NoiseKen may require USB or other protection keys.

(1) If a protection key is included in the accessories, the protection key must be mounted in the
computer where the software is used.

(2) As a general rule, the protection key is not reissued. In the event that the protection key is
damaged or lost, please contact the NoiseKen Sales (or Repair) Division.




2. IMPORTANT SAFETY PRECAUTIONS

This product is a program to remote control the INS-AX2 Simulator.

As the following matters are important safety precautions for handling this product and the INS-AX2,
thoroughly read them before use.

Also, thoroughly read this book and “INS-AX2series” Instruction Manual before using this product.

1. Incorrect or careless operation could result in a fatal injury.

2. Use of this unit in an explosive area such as "N o fire" area etc. is prohibited. If used in
such an area, it is liable to cause combustion or i gnition due to discharge

3. A person who has a pacemaker on should not opera te this unit and also should not
enter the area where it is operating.

4. Avoid use in locations exposed to high humidity and large amounts of dust.

5. Before connecting cables, interrupt power supply to the simulator, tester and
equipment under test (hereinafter called EUT) being connected and make sure that
power to each unit is turned off.

6. Be sure to go through “BASIC SAFETY PRECAUTIONS”  mentioned later before use
for test set-up, connection and execution of test.

7. Starting this program can be done only after ter minating of other running
applications.
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4. PREFACE

4.1. Preface

We thank you for your purchase of Remote Control Software for Impulse Noise Simulator
INS-AX2. Thoroughly understand the contents of this manual and use as ready reference for
operation. In this manual, two marks are distinctively used, < > means button names and [ ]
means other names and messages shown on screens.

® This Instruction Manual will help operators handle and utilize safe and efficiently
the Impulse Noise Simulator INS-AX2 and INS-AX2 Rem ote Control Software.

* Keep this Instruction Manual in a place where it is readily available.

4.2. About this product

This product is a software program specifically designed to operate, control and support the
INS-AX2 Noise Simulator more functionally.

4.3.Feature of this Product

® Controls INS-AX2 via personal computer.

Compatible with the standard interface RS-232 for personal computer.

® Test condition programming function makes it possible to create free test conditions and
run tests under these conditions.

® Capable of saving test conditions so that any test can be executed under the same
condition as necessary.

® Report creating function to prepare report on test conditions. (Preview and report printing
are available.)



5. SETUP AND START

5.1. Setup

(1) Setup of software

(@)

@
@

®

@ ®

Log on with the ID that has Administrator privileges for Windows.

Download the INS-AX2 remote control software from the NoiseKen website
(http://www.noiseken.co.jp/).

Extract the downloaded file, and select the [Japanese] folder in INS-AX2 folder when
Japanese version of OS is used, the [English] folder in INS-AX2 folder when English version
of OS is used, or the [Korean] folder in INS-AX2 folder when Korean version of OS is used

Double click on Setup.exe in the folder.

The software should automatically start installing. Follow the set-up instructions given on the
screen.

Checking the installation

[Windows 7]

After the installation process is complete, the [INS-AX2RS] program is registered to
[NoiseKen] > [INS-AX2RS] under [Start] > [All Programs] in the taskbar.

[Windows 10]
After the installation process is complete, the [INS-AX2RS] program is registered to
[NoiseKen] in the All Apps list under [Start] in the taskbar.

This completes the setup of the software.

Installing the driver
The driver must be installed to run this software.

@

)
®

Log on with the ID that has Administrator privileges for Windows, and insert the setup CD of
the optical interface unit into the CD-ROM drive.

Connect the optical interface unit to a USB port of the PC.

Open Device Manager.,

[Windows 7]
Click the <Start> button, and click [Control Panel].

|| Getiing Started »

Connect to a Projector

5
58 Caleulstor

Sticky Notes

e

k% Snipping Tool

&) paint 3
P

< ¥PS Viewsr

Devices and Printe®
55,1 Windows Fax and Scan

Default Programs
k) Remote Desktop Connection

Help and Support

;
,_g Shortcut to EPS-3007

=

> AllPrograms

®click




5.SETUP AND START

In [Control Panel], click [System and Security].

h Cantrel Pane!

Adjust your computer’s settings

DcClick

System and Security
Review your computer's status
Back up your computer

Find and fix problems

Network and Internet

Connect to the Internet

View network status and tasks

Choose homegroup and sharing aptions

/ Hardware and Sound
View devices and printers
Add a device

©v &

Programs

Uninstall a program

Viewby: Category ~

User Accounts and Family Safety
8 Add or remove user accounts
8 Set up parental controls for any user

Appearance and Personalization
Change the theme

Change desktop background

Adjust screen resolution

Clock, Language, and Region
Change keyboards or other input methods

Ease of Access
Let Windows suggest settings
Optimize visual display

In [System], click [Device Manager].

| %2 » Control Panel » System and Security »

Control Panel Home

Action Center

System and Security

Troubleshoot common computer problems
Network and Internet

Windows Firewall
Check firewall status

Hardware and Sound
Programs

System

View amount of RAM and processor speed
) Allow remote access

User Accounts and Family
Safety
Appearance and

Personalization l?]

Windows Update
Clock, Language. and Region L

Turn automatic updating on or off

Ease of Access L
Power Options

Change when the computer sleeps

Backup and Restore
Back up your computer

Windows Anytime Upgrade

Administrative Tools
Free up disk space

5 View eventlogs | ) Schedule tasks

Review your computer's status and resolve issues

See the name of this computer

Check for updates

Require a passward when the computer wakes

Defragment your hard drive

&) Change User Account Control settings
Restore your computer to an earlier time

Allow a program through Windaows Firewall

Check the Windows Experience Index
¥ Device Manager

View installed updates

Change what the power buttons do

Restore files from backup

Get more features with a new edition of Windows 7

B Creste and format hard disk partitions

Dclick




5.SETUP AND START

[Windows 10]

Click the <Start> button. In the All Apps list, and sc
and open it. Click [Control Panel].

Create

View 30

Voice Recorder

roll down to the [Windows System] folder

Calendar

Weather

Windows Accessories
Windows Administrative Tools
Windows Ease of Access

Windows PowerShell

@cClick

Wind.

e

®cClick

Einiid Piswipe
Conitrol Panel
File Explorer
Run
Task Manager
. ¢ This PC
@cClick
£ |ask me anything

In [Control Panel], click [Hardware and Sound].

J

Control Panel - O X
4 [EZ > Control Panel > ~| 0| | Search Control Panel rs
Adjust your computer’s settings View by: Category ™
System and Security P User Accounts
Review your computer's status ’ ©c i
2 Change account type
Save backup copies of your files with File Histary
Backup and Restore (Windows 7) - S
Appearance and Personalization
ol Network and Internet
\ Bl Connect tothe ntemet P~ —
@C"Ck View network status and taske ock, LanguUags, and beglon
Choos ] g Add 3 language
Choose homegroup and sharing options o
Change input methods
/ Hardware and Sound Change date, time, or number formats
% View devices and printers
% Bdd 4 decice Ease of Access
Let Windows suggest settings
. Programs Optimize visual display
[\] Uninstall a program
In [Devices and Printers], click [Device Manager].
73 Hardware and Sound - ul be
- © 4 &3 » Control Panel » Hardware and Sound v & | Search Control Panel o

Control Panel H o g
el Faneiome Devices and Printers

Add a device | Adv

=

Sikiain and Seciitty nced printer setup Mouse

Change Windows Te G

tartup options
Network and Internet

* Hardware and Sound AutoPlay
Change default settings for media or devices
Programs
User Accounts Sound

Adjust system volume | Change system sounds | M

Appearance and
Personalizaticn Power Options

Clock, Language, and Region Change power-saving settings | Change what the pou

———— Change when the computerslesps | Choose a pawer

Infrared
Send or receive afile

Play CDs or other media automatically

Dclick

& Device Manage

anage audio devices

wer buttons do

plan | Edit power plan




5.SETUP AND START

@ If [Other devices] shows [USB <-> Optical Serial Cable] marked with “!”, right-click [USB <->
Optical Serial Cable] and click [Update driver] with the mouse.

& Device Manager

File Action View Help

e @ EEERBEXE®
v &% DESKTOP-SIHQPE4

i Audio inputs and outputs

[ Computer

Dk drives

5] Display adapters

3 DVD/CD-ROM drives

F Human Interface Devices

5 IDE ATA/ATAPI controllers

[ Keyboards

(@ Mice and other pointing devices

@Right-click
9 Netwaork adapters .
~ K Other devices ®C||Ck
i\ B PCI Simple Communicatiens Controller
i USB <> Optical Serial Cable

@ Portable Devices Update driver
G50 Print queues Disable device
[ Processors

R Software devices
i Sound, video and game control Scan for hardware changes

Uninstall device

Gu Storage controllers
i System devices
§ Universal Serial Bus controllers

Properties

Opens property sheet for the current selection

® When the [Update Drivers - USB <-> Optical Serial Cable] screen appears, click [Browse my
computer for driver software].

x
B Update Drivers - USB <-> Optical Serial Cable
How do you want to search for drivers?
—» Search automatically for updated driver software
Window search your computer and the Internet for the latest driver software
for your d u've disabled this feature in your device installation
settings.
Dclick
—> Browse my computer for driver software
Locate and install driver software manually.
Cancel




5.SETUP AND START

©® Specify the name of the drive into which you inserted the driver CD, and select the checkbox
for [Include subfolders].

‘ X
n

rs - USB <-> Optical Serial Cable

@ Enter CD drive name or click

<Browse...> to select the drive difvers arf Yo Cammpiitar

b for drivers in this location:

D3] M Browse...

Include subfolders

@ Select the box

—> Let me pick from a list of available drivers on my computer
This fist will show available drivers compatible with the device, and all drivers in the
same category as the device.

®cClick
Cancel

@ When the [Windows Security] screen appears, click [Install this driver software anyway].
Is¥l Windows Security } =)

@ Windows can't verify the publisher of this driver software

# Don'tinstall this driver software
You should check your manufacturer's website for updated driver software
for your device.

# Install this driver software anyway
Only install driver software obtained from your manufacturer's website or
disc. Unsigned software from other sources may harm your computer or steal
information.

v See details

Once the USB Serial Converter is installed successfully, the completion screen appears.

X

B Update Drivers - USE Serial Converter

Windows has successfully updated your drivers
Windows has finished installing the drivers for this device:

- USE Serial Converter

DcClick

Close
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© Install the driver software for the USB Serial Port.

If [Other devices] shows [USB Serial Port] marked with “I", right-click [USB Serial Port] and
click [Update driver] with the mouse.

* Device Manager - o X

File Action View Help

‘ﬁ\[\iﬂﬁ]\b—:i EX®
2 Keyboards 7

Mice and other pointing devices
Monitors

I Network adapters

§7 Other devices ®C||Ck
| PCI Simple Communications Controller
il USE Serial Port

B Portable Devices Update driver

3 Print queues Disable device
[ Processors.
B software devices
4| sound, video and Scan for hardware changes
S Storage controller:
= System devices
~ § Universal Serial Bus controllers
§ Generic USB Hub
§ Generic USE Hub
§ Intel(R) 6 Series/C200 Series Chipset Family USB Enhanced Host Contraller - 1C25
§ Intel(R) 6 Series/C200 Series Chipset Family USB Enhanced Host Contraller - 1C2D
§ Renesas USB 3.0 eXtensible Host Controller - 1.0 (Micrasoft)
§ USB Mass Storage Device
§ USBRoot Hub
§ USBRoot Hub
§ USB Root Hub (USB 3.0)
§ USB Serial Converter

DRight-click

Uninstall device

Properties

Launches the Update Driver Wizard for the selected device.

When the [Update Driver Software - USB Serial Port] screen appears, click [Browse my
computer for driver software].

B Update Drivers - USE Serial Port

How do you want to search for drivers?

—> Search automatically for updated driver software
Windows will search omputer and the Internet for the latest driver software
for your device, unless you've disabled this feature in your device installation

settings.
Dclick
—> Browse my computer for driver software

Locate and install driver software manually.

Cancel

@ Specify the name of the drive into which you inserted the driver CD, and select the checkbox
for [Include subfolders].

‘ x

\vers - USE Serial Port
@ Enter CD drive name or click

<Browse...> to select the drive drivers on your computer

for drivers in this location:

b Erowse...

®cClick

Cance

10



5.SETUP AND START

@ When the [Windows Security] screen appears, click [Install this driver software anyway].

= B
¥ Windows Security ’ @

6‘ Windows can't verify the publisher of this driver software

®Click = Don'tinstall this driver software
You should check yaur manufacturer's website for updated driver software
foryour device.

Install this driver software anyway

Only install driver software obtained from your manufacturer's website or
disc. Unsigned software from other sources may harm your computer ar steal
information.

v- See details

@® Once the USB Serial Port is installed successfully, the completion screen appears.

! Update Drivers - USB Serial Port (COM3)

Windows has successfully updated your drivers
Windows has finished installing the drivers for this device:

USE Serial Port
o

dcClick

11



5.SETUP AND START

(3) Checking the installation
[Windows 7]

@ Click the <start> button, and click [Control Panel] in [start menu].

5’ Getting Started
E

!' Connect to a Projector

=]

Calculator

Sticky Notes

% Snipping Taol
,j Paint
il KPS Viewsr

@j Windows Fax and Scan

% Remote Desktop Connection

% Shertcut to EPS-3007

Dclick ’

All Programs

[ Search programs and fies

NoiseKen
——
Pictures
Music @cClick
Computer

Control Pand!
Devices and PHﬂtE‘, setiings

Default Programs

Help and Support

@ In [Control panel], click [System and Security].

[ » Control Panel »

Search Control Pai

s |4

Adjust your computer's settings

dclick : ,
| System and Security
Review your computer's status
Back up your computer
Find and fix problems

Network and Internet

| Connect to the Intemnet

View network status and tasks

Choase homegroup and sharing options

/ Hardware and Sound
View devices and printers

Add a device

Programs

Uninstall s program

View by: Categery ~

User Accounts and Family Safety
) Add or remove user accounts
) Set up parental controls for any user

Appearance and Personalization
Change the theme

Change desktop background

Adjust screen resolution

% :
Clock, Language, and Region
= Change keyboards or other input methods
Ease of Access
Let Windows suggest settings
Optimize visual display

12




5.SETUP AND START

® In[System], click [Device Manager].

Control Panel Home

\W Action Center

i 's < e s 1w c i g
# System and Security \ Review your computer's status and resolve issues | ) Change User Account Control settings

Troubleshoot common computer problems Restore your computer to an earlier time
Network and Internet

Hardware and Sound Q Wmdows Firewall .
Check firewall status | Allew a program through Windows Firewall ®C||Ck

Programs

User Accounts and Family l}!ﬂ System

Safety = View amount of RAM and processor speed | Check the Windows Experience Index

) Allow remote access | Seethe name of this computer | B Device Manager.
[;-q Windows Update
“dl Tum sutomatic updating on or off | Check for updates | View installed updates

\IQ Power Options

Require a password when the computer wakes | Change what the power buttons do
Change when the computer sieeps

3& Backup and Restore

Back up your computer | Restare files from backup

Appearance and
Persanalization

Clock, Language, and Region

Ease of Access

Windows Anytime Upgrade

Get more features with a new edition of Windows 7

o
«

B ¢

Administrative Toals
—| Freeupdisk space | Defragment your hard drive “5‘ Create and format hard disk partitions
& View eventlogs | 9 Schedule tasks

N,

@ In [Device Manager], expand [Ports] and check to make sure that [USB Serial Port(COMX)] is
not marked with “!I” or “X”.
(The number following COM varies depending on the PC environment.)
Also expand [Universal Serial Bus controllers] and check to make sure that [USB Serial
Converter] is not marked with “1” or “X",

File Action View Help
=m0 HE|~

[ .na MNoiseKen-PC

il 8 )

| Computer

Disk drives

B Display adapters

b e DVD/CD-ROM drives

b &;,j Human Interface Devices

- IDE ATA/ATAPI controllers

b - Keyboards

! .ﬂ Mice and other pointing devices
ki| Monitars

» BB Portable Devices

277 Ports (COM &LPT)

| USB Serial Port (COMS)

J Processors

o

@Expand

®@Make sure it's not marked with "I" ]

®Expand

%/ Sound, video and game controllers

T ;M System devices

: “ Universal Serial Bus controllers

§ Generic USB Hub

§ Generic USB Hub

: a Standard Enhanced PCIto USE Host Controller

----- 6 Standard Enhanced PCI to USB Host Controller
¥
7
9

USB Mass Storage Device

USB Root Hub @Make sure it's not marked with "I" ]
USE Root Hub

USE Serial Converte

13



5.SETUP AND START

[Windows 10]

@ Click the <Start> button. In the All Apps list, and scroll down to the [Windows System]
folder and open it. Click [Control Panel].

Create

View 30

Voice Recorder

Calendar

Weather

Windows Accessories \L

Windows Admi ative Tools
Windows Defender Security Center

Explore
Windows Ease of Access

@cClick

e

®Click
*

Command Prompt
Control Panel

File Explorer

Run

Task Manager

¥ This PC

DcClick

HBll O |ask me anything 0

@ In [Control Panel], click [Hardware and Sound)].

Control Panel - [m] X

4 [ Control Panel » || | Search Control Panel o
Adjust your computer’s settings View by: Category ™

System and Security User Accounts
Review your computer's status
Save backup copies of your files with File History

) Change sccount type

Backup and Restore (Windows 7)

ey Network and Internet
NS Comnectiothelnemat

58
View network status and tasks ‘/; Clock, Language, and Region

" Appearance and Personalization

Click
@ Choose homegroup and sharing options Addalanguage
Change input methods

/ Hardware and Sound
%* View devices and printers
Add 2 device

*~ Programs
[\] Uipiiistals pigin

Change date, time, o number formats

Ease of Access

Let Windows suggest settings

Optimize visual

@ In [Devices and Printers], click [Device Manager].

#5) Hardware and Sound - O X

« © 4 #g » ControlPanel » Hardware and Sound v ®| | Search Control Panel P

Control Panel H e g
R Devices and Printers

§ ¥ A e Advanc sety - Yevice Manag i
Sisteim dnd Sécarty W Addadevice | Advanced printersetup | Mouse | ) Device Manager- ®C||ck

Change Windows Te Go startup options

Network and Intemet

AutoPlay
Change default settings for media or devices | Pl

Hardware and Sound
r cther media automatically

Programs

User Accaunts Sound
Adfiepiitm ki | ERagiesgtansonnts | Mansgemubadends
Appearance and
Personalization \; Power Options
Cladk Liiguage: srd Region @ Chunge power-saiing settings | Chiarigewhat the perwer Buttons do

E Change when the computer sleeps | Choose a powerplan | Edit power plan

Infrared
Send orreceive a file

14



5.SETUP AND START

@ In [Device Manager], expand [Ports] and check to make sure that [USB Serial

Port(COMXx)] is not marked with “I" or “X”.
(The number following COM varies depending on the PC environment.)

Also expand [Universal Serial Bus controllers] and check to make sure that [USB Serial

Converter] is not marked with “1” or “X”,

4 Device Manager

File Action View Help
= @ E

ElHmRE X3

@ Mice and other pointing devices
[ Monitors
Metwork adapters

E7 Other devices
®EXpand Bi PCISimple Communications Controller
E Portable Devices

& Ports (COM & LPT) ;( @Make sure it's not marked with "!"
i@ USB Serial Port (COM3)

™ Print queues

1 Processors

B Software devices

iy Sound, videc and game controllers
@Expand &y Storage controllers
= System devices
-

" Universal Serial Bus controllers

Generic USE Hub

Generic USE Hub

Intel(R} & Series/C200 Series Chipset Family USB Enhanced Host Controller - 1226

Intel(R} & Series/C200 Series Chipset Family USB Enhanced Host Controller - 102D

Renesas USE 3.0 eXtensible Host Contreller - 1.0 (Microsoft)

USB Mass Storage Device

USE Root Hub

USB Root Hub ]

—

USB Root Hub (USB 2.0) @Make sure it's not marked with "1"
USB Serial Converter

(4) Uninstallation
[Windows 7]

Select [start]-[Control Panel] on the taskbar, and click [Uninstall a program]. Double-click
[INS-AX2RS] from the displayed list. When the user account control appears, click <YES>. Follow

the instructions on the screen to continue the uninstallation.

[Windows 10]

Click the <Start> button on the taskbar. In the All Apps list, and scroll down to the [Windows
System] folder and open it. Click [Control Panel], and click [Uninstall a program]. Double-click
[INS-AX2RS] from the displayed list. When the user account control appears, click <YES>. Follow

the instructions on the screen to continue the uninstallation.

(5) Connection to INS-AX2
Check to see the instrument POWER switched off.
@ Connect the USB cable of the optical interface unit to the PC.

@ Connect the optical cable that comes with the optical interface unit to the REMOTE control

port at the front of the device and the optical interface unit.
@ Turn on the power to the device.
® Start the software.

This completes the connection procedure.

When starting it, always turn on the power to the simulator before starting the software.

Depending on your OS version and settings, the scre

15

ens and operating methods may differ.
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5.2. Start

Select [INS-AX2RS] on [Start] - [Program (P)]-[Noiseken]-[INS-AX2] on the task bar and start the
remote control software.

After starting it, the system checks for connection to the INS-AX2, and displays the main screen.
When communication with the INS-AX2 fails, a dialog box shown in the following figure is displayed.

' E Communication errar,
L

@ @ ®

Ignore ‘

O <Abort (A)> button
Aborts the start of software.

@ <Retry (R)> button
Retries communication with INS-AX2.

@ <lIgnore (1)> button
Ignores the communication state and starts the software as a demonstration mode.

When running in the demonstration mode, a dialoi box in the followini fiiure is disilaied.

L] E The operation will proceed to Demo Mode since a communication error has occurred.,
L

* No transmission/reception to/from the INS-AX2 are performed in Demo Mode. Use Demo Mode
only when checking and setting test conditions.

* Although there are some errors such as no opening of COM port in addition to communication
error, the same procedure is to be used.

To cancel Demo Mode, check that power to the INS-AX2 is turned on, and set up the communication
port on [Communication (C)]-[RS-232 Setup (S)...].

When normal communication is confirmed, Demo Mode will be cancelled.

(Refer to [7.4 Communication Setup] )

RS-232 SetUp
Com port J ': ]
£ Untitled - INS-AX2RS -
File Option By =1y fls /s =
O = | RS-232 SetUp... E Data bits ]
Farity "None
* [IDEMQ] is displayed at the upper right of the screen during Demo _
Mode. Stap bits | 1
* For communication port, refer to the instructions manual for your Flowi cortict Mane
personal computer.
ak | Cancel
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6. OPERATION

6.1. Outline of Test Procedure

This software can execute the program tests of manual tests, sweep tests and combined manual and
sweep tests.

The minimum unit of a test is called a unit and a set of units is called a program. Set up and execute
the test on the following screen:

Sweep means a test method used to change the set value automatically to the intended value.

Manual Sweep

Bl =55 — INS-AX2RS
IMLE BAES BE0  ALIH

Ded A& ?
Unit Mo Unit Mame Proeram Ma
1 7 AlUnitol Progyam01
Sequence MANLIAL SWEEP |
Sweep Start Stop Step
i Polarity + |
[RETURN Pulse Width [0 |,
W Voltage 00y [0y [0y
FOLARITY =
| Fleim [ asbe [ osb ] 1=
{+ ‘ariable = ims - |ms “ims
| hisetion  [L1 =]
[ TRIGGER =] Retrur =G -
— Fulse Injection Time js ¥ Erdless  etminator rﬁ'ﬁS.thm) -
| o .
Intervsl Time | 1;{s 7 Endlezz [+ Line

-Caontral

| M| Wl 55| @& 5| e,

[¥ Program

Unit Name (Uit Na Program Times | 1 -imes

b7y HoM

Program
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6.0PERATION

6.2. Test Execute Screen

i MH - INS-AX2RS
TRHE BEE GBIEG AL

NEed RS 2

Linit K Unit Mame Program Mame 1
TAlUnit01 ©), Program01 @
3%5”* M”LIP.L SWEER |
’W‘ - Sweep Start Stop Step

Palarity + &
[RETURN -] - Pulss Width [10 =
Q = — @
- L e @wj‘“’ | D@mj’“’
POLARITY
| @ Pha! A | =]
“Wariable 0 s o mE _| me
[PULSE WIDTH - __ — @
Thjection |L‘I j

Fetrun |§G -

e

B Pulze Ijection Time - = Terminatar ﬁﬁiﬁBthmE
|‘\.|’OLTP.GE ﬂ - _ js v Endless
i M - o o @ UPDATE |
f O -Control \2Z 3
seCut
@5” @ | @ | @) |G| @07 | 6 @
@Iv Program @
i =@
/@
T @
@ Unit Name € Unit Na Program Times@ jtimes
L7 i

@D Test setting file name
Displays the present test setting file name.
@ <Unit No.> button
Changes the unit to be edited/executed. (Refer to [6.2.1 Detailed Setting Procedures Selecting
a Unit].)
@ Unit Name
Displays the name of a unit that is currently selected or for which a test is being executed.
(Refer to [6.2.1 Detailed Setting Procedures Selecting a Unit].)
@ Program Name
Displays the name of a program that is currently selected or for which a test is being executed.
It will be active when setting up a program.
(Refer to [6.2.1 Detailed Setting Procedures Selecting a Program].)
(® Sequence Frame
Displays the contents of settings or the contents of a test being executed.
For the method of setting the priority sequence of sweep, refer to [6.2.1 Detailed Setting
Procedures Setting the priority sequence of sweep].)
©® Test Type Select Tab
Select a test method between MANUAL/SWEEP.
Clicking on the right mouse button in the tab copies data setting and opens a popup menu for
pasting. (Refer to [6.2.1 Detailed Setting Procedures Right-clicking menul].)
@ Polarity
Select the polarity of output pulse.
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6.0PERATION

Pulse Width
Set output pulse width.
<Setting range> 10, 50, 100, 200, 400, 500, 800, 1000, triangular wave (option)

© Voltage Sweep Check Box
Set the existence of voltage sweep when SWEEP tab is set. When this check box has been
check-marked, the setting of Stop and Step fields is enabled. It is not displayed when MANUAL is
selected. (Refer to [6.2.1 Detailed Setting Procedures Voltage Selection].)

Start Voltage
Set starting output voltage. (Refer to [6.2.1 Detailed Setting Procedures Voltage Setting].)
<Setting range> 2 kV model: 0.01 kV~** at 0.01 kV step
4 kV model: 0.01 kV ~** at 0.01 kV step
**Maximum value of output voltage is dependent on resistance value of terminator (Refer to s).

@ Stop Voltage
Set ending output voltage at the time of SWEEP tab setting. When it is the same set value as
Start Voltage, no sweep is performed. It is not displayed when MANUAL is selected.
(Refer to [6.2.1 Detailed Setting Procedures Voltage Setting].)
<Setting range> 2 kV model: 0.01 kV~** at 0.01 kV step
4 kV model: 0.01 kV~ ** at 0.01 kV step
**Maximum value of output voltage is dependent on resistance value of terminator (Refer to ©9).

@ Step Voltage
Set the step value of Start Voltage and Stop Voltage at the time of SWEEP tab setting. It is not
displayed when MANUAL is selected. (Refer to [6.2.1 Detailed Setting Procedures Voltage
Setting].)
<Setting range> 2 kV model: 0.01 kV~2.05 kV (within range of Start and Stop) at 0.01 kV step
4 kV model: 0.01 kV~4.10 kV (within Start and Stop) at 0.01 kV step

@ Trigger Sweep Check Box
Set the existence of trigger sweep at the time of SWEEP tab setting. When this check box has
been check-marked, the setting of Stop and Step fields is enabled. (Refer to [6.2.1 Detailed
Setting Procedures Trigger Setting].)

Choose Trigger Type
Choose trigger type between Phase and Variable.
* Phase is selected on condition that AC is supplied to EUT LINE INPUT of INS-AX2, and
[Unit Line] is automatically check-marked. (Refer to 6.2.1 Detailed Setting Procedures Trigger
Setting].)
@ Start Trigger
Set Start Phase value or Start Variable value.
<Setting range> Phase: 0 deg~360 deg at 1 deg step
Variable: 16 ms~999 ms at 1 ms step (4 kV model)
10 ms~999 ms at 1 ms step (2 kV model)
(Refer to [6.2.1 Detailed Setting Procedures Trigger Setting].)

Stop Trigger
Set Stop Phase value or Stop Variable value at the time of a SWEEP tab setting. When it is the
same set value as Start Trigger, no sweep is performed. It is not displayed when MANUAL is
selected.
<Setting range> Phase: 0 deg~360 deg at 1 deg step
Variable: 16 ms~999 ms at 1 ms step (4 kV model)
10 ms~999 ms at 1 ms step (2 kV model)

(Refer to [6.2.1 Detailed Setting Procedures Trigger Setting].)
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6.0PERATION

@ Step Trigger
Set the step value of Step Phase or Stop Variable at the time of a SWEEP tab setting.
It is not displayed when MANUAL is selected.
<Setting range> Phase: 0 deg~360 deg (within range of Start and Stop) at 1 deg step
Variable: 1 ms~983 ms (within range of Start and Stop) at 1 ms step (4 kV model)
1 ms~989 ms (within range of Start and Stop) at 1 ms step (2 kV model)
(Refer to [6.2.1 Detailed Setting Procedures Trigger Setting].)
Injection
Select an injection phase. When it overlaps with the return phase or when PLUG is selected, the
return phase is changed into SG.
<Setting range>  Single phase: L1, L2, PE, PLUG
3-phase : L1, L2, L3, N, PLUG
Return
Select the return phase. The same phase as the injection phase cannot be selected.
<Setting range>  Single phase: L1, L2, PE, SG
3-phase : L1, L2, L3, N, SG
20 Pulse Injection Time
Set injection time.
<Setting range> 1s~9999 s at 1 s step
22 Pulse Injection Time Endless
Set ON/OFF of injection time Endless.
When this check box has been check-marked, inputting to [Pulse Injection Time] is disabled.
(Refer to [6.2.2 Executing a test  (5) Cancel Endless])
22 Interval Time
Set unit interval time or sweep interval time.
<Setting range> 0s~99999 s at 1 s step
23 Interval Endless
Set ON/OFF of interval time Endless.
When this check box has been check-marked, input to [Interval Time] is disabled.
(Refer to [6.2.2 Executing a test  (5) Cancel Endless])
29 Unit Line Check Box
Set Line ON/OFF for a unit.
When Phase is selected at Choose Trigger Type, it is fixed to Line On.
After ending the test, change to the value (ON/OFF) of @) <LINE> button.
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6.0PERATION

25 Terminator Check Box
Select the resistance value of terminator. The items to be displayed are dependent on the setting
of injection phase and whether 50 Q external terminator available version or not. The display is;
Internal terminator (resistance value 53.5 Q) is displayed as “Int (53.50hm)”
Internal terminator (resistance value 60 Q): “Int (60ohm)”
External terminator (resistance value 50 Q): “Ext (50o0hm)”
External terminator (resistance value 60 Q): “Ext (60ohm)”
<Selectable items in case of 50 Q external terminator unavailable version>
Injection phase LINE output: Open, Int (53.50hm)
Injection phase PLUG output: Open, Int (60ohm), Ext (60ohm)
<Selectable items in case of 50 Q external terminator available version>
Injection phase LINE output: Open, Int (53.50hm), Ext (500hm)
Injection phase PLUG output: Open, Int (60ohm), Ext (50o0hm), Ext (60ohm)
Maximum value of output voltage is dependent on resistance value of terminator.

Terminator Maximum output voltage
Open 8.00 kV (4 kV model), 4.00 kV (2 kV model)
Int (53.50hm, 60ohm) | 4.10 kV (4 kV model), 2.05 kV (2 kV model)
Ext (500hm) 3.96 kV (4 kV model), 1.98 kV (2 kV model)
Ext (600hm) 4.10 kV (4 kV model), 2.05 kV (2 kV model)

26 <UPDATE> button
Change Voltage and Trigger values while executing a test.
It is enabled when either Voltage Sweep Check Box or Trigger Switch Check Box is not
check-marked, even if MANUAL is selected or SWEEP is selected.
It is not displayed when the program is run, the test is stopped or the test is paused.
(Refer to [6.2.2 Executing a test  (8) Update]).
22 Injection Label
Represents that pulse is being injected.
29 <START> button
Starts a test or cancel the injection time and interval time Endless.
(Refer to [6.2.2 Executing a test  (2) Start])
29 <STOP> button
Stops the test.
80 <PAUSE> button
Turns ON/OFF the pause of the test. (Refer to [6.2.2 Executing a test  (4) PAUSE])
61 <LINE> button
Turns on/off LINE. Turning on LINE starts power supply to EUT.
Turning off LINE while the test is being executed with LINE turned on stops voltage supply, when
the test is stopped.
(Refer to [6.2.2 Executing a test (1) LINE ON])
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@2 <1 Shot mode> button
Turns on/off the single pulse injection mode.
(Refer to [6.2.2 Executing a test  (6) 1 Shot Mode])
83 <1 Shot> button
Injects a single shot during the 1 Shot mode. (Refer to [6.2.2 Executing a test (7) 1 Shot])
When Phase is selected : Injects to the phase which follow the settings of phase angle.
When Variable is selected : Injects at the timing when the button is pressed.
89 <Test Memorandum> button
Opens the memorandum input screen. Comments on test contents and test results can be
recorded.
Up to 512 full size characters or up to 1024 half size characters can be entered.
85 <Unit Name Edit> button
Opens the unit name edit screen, making it possible to edit the unit name.
It is possible to enter a unit name with up to 10 full size characters or 20 half size characters.
86 Program Check Box
Set the existence of a program.
When this box is check-marked, @) Program Execute List is active.
@ Program Execute List
Clicking on the list opens the unit selection dialog screen, making it possible to edit the unit to be
executed by the program. Displays the unit for which a test is being executed by blinking.
* |t cannot be operated except when setting a program.
@® <Program No. Change> button
Changes the program to be edited/executed when setting the program.
* |t cannot be operated except when setting a program.
89 Program Execute List View Setting
Set the method of viewing the program execute list by either Unit Name or Unit No.

* |t cannot be operated except when setting a program.
@ Program Times

Set the number of times of a program.
<Setting range> 1ltimes~999times at 1time step

* |t cannot be operated except when setting a program.
@ <Program Memorandum> button
Opens the memorandum input screen. Comments on the contents of a program can be recorded
here. Up to 512 full size characters or up to 1024 half size characters can be entered.
* |t cannot be operated except when setting a program.
@ <Program Name Edit> button
Opens the program name edit screen, making it possible to edit the program name.
It is possible to enter a program name with up to 10 full size characters or 20 half size characters.
* |t cannot be operated except when setting a program.
@ Program Times display
Displays the number of times of the present program.
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6.0PERATION

6.2.1. Detailed Setting Procedures

® Selecting a unit
Select a unit to be set. There are 50 kinds of units, all of which can be saved altogether. The
selected unit name is displayed on the screen.
Unit No. selected now Unit name (initial value)

it NDA/LInit Mame /
77 AlUnit01
\ f

<Unit No. Change> button

® Setting voltage

START STOP STEP
¥ Valtags 00T, 002y 001 by

Start Voltage : Starting voltage. Voltage can be increased and decreased automatically by
inputting Stop Voltage and Step Voltage.

Stop Voltage : Ending voltage. Changes the value from the starting voltage value to the ending
voltage value at each Step Voltage. When the stop voltage is the same value
as the starting voltage, no sweep is performed.

Step Voltage : Set a rate at which to change the value from the starting voltage value to the
ending voltage value.

® Setting a trigger
START STOP STEP

v Phase | = —

V& Varisle | D ldee ~dee 1] dee
" Phase | - —

X / Wariable 207 ms 21 jms 1 | m=

Trigger Type : Switches between Phase/Variable. Phase is set at a unit of deg and Variable
is set at a unit of ms.

Start Trigger : Starting Trigger. Trigger value can be increased and decreased automatically
by inputting Stop Trigger and Step Trigger.

Stop Trigger : Ending Trigger value. Changes the value from the starting trigger value to the
ending trigger value at each Step voltage. When it is the same value as the
Trigger value, sweep is not performed.

Step Trigger : Step Trigger. Set a rate at which to change the value from the starting Trigger
value to the ending Trigger value.

® Selecting a terminator
Select resistance value of the terminator.
**In some cases (depending on the version of main unit), “Ext (50ohm)” will not be displayed.
**Do not select “Int (53.50hm)” or “Int (60ohm)” in case of outputting triangular waveform.

Terminator |IntE0chm) :lv Terminator | It{53.50hm} =

I? Line Int ..__'_: |F Line -Itln.-__l::l_-_ll:l )
|ExtB0ohm) |
Exct{50ohm) ExtiG0ohm
In case PLUG selected In case LINE selected
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6.0PERATION

® Setting the priority sequence of sweep

The priority sequence of sweep can be set up by changing the combo box in the Sequence
frame. When both Voltage sweep and Trigger sweep are check-marked, the sequence can be
changed at the combo box in the Sequence frame. Change the sequence at the combo box.

When two or more sweeps overlap, first change the lowest item. Upon completion of changing,

change the next item in order.

Seguence

INJECTION - Combo box

|
|
POLARITY

FULSE

TEIGGER —— Sweep later
Sweep first
Example :
Setting
Item Start Stop Step Order
Trigger (Variable) 20 21 1 Top
Voltage 0.01 0.02 0.01 Bottom
Test Execute
Sequence ltem Value
1 Trigger 20
Voltage 0.01
2 Trigger 20
Voltage 0.02
3 Trigger 21
Voltage 0.01
4 Trigger 21
Voltage 0.02
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® Editing a Unit Name
Edit a Unit Name. A Unit Name reflecting the settings can be set up. Up to 50 kinds of units are
available. Click on the Unit Name to be edited and set the intended name. It is possible to set a
Unit Name with up to 20 half size characters.
After changing the name, finalize with <OK> button, and cancel the change with <Cancel>
button to finish editing.

UUnit Mame Edit

<Unit Edit> button

E Unith amme | Mo, JA
Test 1
_—1 |[Unin 2
Unitd3 3
Click to set H”'{Sé g

Fill

name. Unit0s g
Unitd? 7
Unitds g
Unit03 q
Urit10 10
i Unit11 1
nit Name Lot i
1T Uit 3 13
est Urit14 14
Unit15 15
i Unit16 16
Edited name relg 12
Unit18 18
Unit13 19
Unit20 20
Unit21 b
Unitz2 27
Unit23 73
Unit24 24

| Unit25 2 ¥

oK | Cancel

® Editing memorandum
Comments on the contents of a test can be recorded here. Up to 512 full size characters or up
to 1024 half size characters can be entered. After entering a comment, finalize with <OK>
button, and cancel the change with <Cancel> button to finish editing.

* Up to 12 lines of the contents of the memorandum are displayed during printing.

Test Memo

®

<Unit Edit> button

ak | Catcel
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® Selecting a program
Selecting a Program. There are 50 kinds of Programs, all of which can be saved altogether.
The selected Program Name is displayed on the screen.

A <Program No. Change> button Program Mame

T ProgramOl
~
Program No. selected now Program Name (initial value)

® [Editing a program name

Edit a Program Name. A Program Name reflecting the settings can be set up. Click on the
Program Name to be edited and set the intended name. It is possible to set a Program Name
with up to 20 half size characters.

After changing the name, finalize with <OK> button, and cancel the change with <Cancel>
button to finish editing.

Program Mame Edit @
ﬂ Frogrant arne | K[ |A

Frograml 1

!‘. Program02 2
— Program3 3

. Frogram4 4

<Program Name Edit> button Proaian(s 5

Frogram0s g

Frogramdy 7

Frogram08 a

Frogramd 9

Program Mame Pragram1D 11
AllTest Frogrami1 11

Frogram12 12

Frogram13 13

Frogrami4 14

. Frogram15 15

Edited name Progiam16 16

Frogram17 17

Frogram18 18

Frogram19 149

Frogramz0 20

Frogramz1 21

Frogramz2 22

Frogramz3 23

Frogramz4 24

| Program25 25
(E].4 | Cancel

® Program Memorandum

Comments on the contents of a program can be recorded here. Up to 512 full size characters
or up to 1024 half size characters can be entered. After entering a comment, finalize with
<OK> button, and cancel the change with <Cancel> button to finish editing.

*Up to 12 lines of the contents of the memorandum are displayed during printing.

<Program Memo> button _
Program Memo @

2
# | |

QK. | Cancel
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® Selecting a unit
Double-clicking on the program execute list on Test Execute Screen opens this screen,
making it possible to edit the program.
After completion of setting, finalize with <OK> button, and cancel the change with <Cancel>
button to finish editing.
The initial value of the program list has been set to [None].

1, 2, and 3 of the unit list header represent START, STOP and STEP respectively.

SelectUnit

Unitz [Select by & double click.]
Mo | UNITMaME | PoLa | wiDTH | voLTi | vouTz | vouta | TRIGY | TRIG2 | TRIGZ | INJ | RET [ INJ TIME | INT TIME |~
1 Lnitd1 + 10 0o 20ms L1 SG  Endless 1
2 Unit02 + 10 oo 20ms L1 SG  Endless 1
3 Unitd3 + 10 om 20ms L1 SG  Endless 1
4 Unitd4 + 10 oo 20ms L1 SG  Endless 1
5 Unitls + 10 0o L1 SG  Endless 1
3 Unitd6 + 10 0o L1 SG  Endless 1
7 Unitd? + 10 om L1 SG  Endless 1
a Unitds + 10 oo L1 SG  Endless 1
k] Unitd3 + 10 oo L1 SG  Endless 1
10 Urit10 + 10 0ot L1 SG  Endless 1
11 Unit11 + 10 om L1 SG  Endless 1
12 Unit12 + 10 oo 20ms : Li( SG  Endless 1
13 Onit13 i 0 oo ams  Double-click  s5  Endess 1
14 Uniit14 + 10 0o 20ms L1 SG  Endless 1
15 Unit5 + 10 om 20ms L1 SG  Endless 1
16 Unit1 + 10 oo 20ms L1 SG  Endless 1
17 Unit17 + 10 oo 20ms L1 SG  Endless 1
18 Unit18 + 10 oo 20ms L1 SG  Endless 1
13 Unit13 + 10 om 20ms L1 SG  Endless 1
20 Unit20 + 10 oo 20ms L1 SG  Endless 1
21 Unit21 + 10 0o 20ms L1 SG  Endless 1
22 Unit22 + 10 0o 20ms L1 SG  Endless 1
2 Unitz3 + 10 om Click 2ms L1 SG  Endless 1
24 Unit24 + 10 oo 20ms L1 SG  Endless 1
25 Unit25 + 10 0o 20ms L1 SG  Endless 1 v
Program
PFrior to Posterior to Feplace [elete Clear |
F Cancel
Last : Double-clicking on "Unit" in the unit list with this button pressed inserts "Unit" into

the last position of the units that have been set.

Prior to : Double-clicking on "Unit" in the unit list with this button pressed inserts "Unit" into
the position prior to the selected (blinking) unit.
* |t is necessary to first select the target in Program Execute List.

Posterior to : Double-clicking on "Unit" in the unit list with this button pressed inserts "Unit" into
the position posterior to the selected (blinking) unit.
* |t is necessary to first select the target in Program Execute List.

Replace : Double-clicking on "Unit" in the unit list with this button pressed rewrites the
selected (blinking) unit.
* |t is necessary to first select the target unit in Program Execute List.

Delete : Deletes the selected (blinking) unit within Program Execute List.
* |t is necessary to first select the target unit in Program Execute List.

Clear : Deletes all units in Program Execute List.

Example :
UnitO1 : Injection time  3S Unit02 : Injection time  5S
Interval time  2S Interval time 1S
Unit01 Unit02

START | | I

|‘ |

3s 25

A
y

q

A
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® Toolbar buttons and menus
The toolbar button is used to execute functions such as file menu. The menu item on the tool
bar is a graphical button represented by an image.

® Exiting application and initializing settings
Exit the application.

E¥ Untitled - INS-AX2RS

Opkion  Cormmunication

v =] Ctr.I+N
El Untitled - INS-AX2RS /Dpen... Chls0
File Option Communication  Help Save Chl+5
. QE’“H@% ? Save As...
Prink. .. CErl+P
Prink Prewigw
Print Setup. ..
Returns the present settings to the initial value.
When the settings are changed and not saved,
a dialog box to check whether the settings are Exit
saved or not is displayed.
® Saving the settings
A file created with this application is associated with this application.
Saves the settings in a file I Untitled - INS-AX2RS
B Untitled - INS-AX2RS Sl
File Option Zdmmunicakion Help s Gt
St ol . ‘Open... Chrl+0
O = = @ S 7 Save Chrl4+5
Save As...,
Print... Chrl+P
Prink Presview
[Save] Print Setup. ..
When the setting file has been read, overwrites it.
When it has been newly set, saves it under a new name
(by designation). Exit

[Save As]
Saves the file under a new name. When the file has been read, creates a new file.

® Reading the saved file B8 Untitled - INS-AXZRS

Opkion  Cormmunication

¥ Untitled - INS-AX 2RS

File Option Communication  Help 1= kel
[ = = Open... Chrl+0
a /'
O E'-E @ % ? Save Chrl+5
\ Save fAs...
Reads the saved file. Print... Chrl+P
Prink Presview
Prinkt Setup...
Exit
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® Print Preview (Report)
Displays the test settings in a report format.
For the report screen, refer to [7.3 Print Preview Screen].

B Untitled - INS-AX2RS
Option:  Communication

Tlew Chrl+M

¥ Untitled - INS-AX2RS

File Option  Communicakion  Help

[ & E @ % ? QpeEr, ., Chrl+
\ Save Chrl45

Opens Print Preview. Sawe As...
\ Prink... Chrl4+P

Prink Pressiew
Prink Sekup...

Exit

® Printing the test settings
Prints the contents of test settings.

E¥ Untitled - INS-AX2RS

Option:  Communicakion

¥ Untitled - INS-AX2RS

File Option Communication  Help y
gt e e : M ChrlHM
705 1 1
O =H @.)@ % Open. .. O
Save Chrl+5
Prints the test settings. _ ] Save As..,
™ prirt.... Chrl4+P
Prink Prewview
Prinkt Setup...
® Reading the recently-used file Exit

Up to 4 recently-used file names are recorded.
It can be used as a shortcut to open a file.

B Test1.wnx - INS-AX 2

Option  Communicatior

List of recently-used file names

29
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Qpen, ..,
Save
Save hs...

Prink. ..
Prink Preview

Prink Setup...

1 Testl.wnx
2 Tesk2 wnx
3 Tesk3 wnx
4 Teskd, vz

Exik

Chrl+M
Crl+0
CErl+5

Ctrl+HP
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® Equipment name setting

Enter model name and serial No. The entered settings are displayed in the field of
equipment name on a report. As the settings are saved, it is not necessary reenter them

except when equipment is changed.
(Refer to [6.3 Print Preview Screen].)

Bl Untitled - INS-AX2RS

Cpkion

Communication  Help
Equipment narme input, ..
Test conditions. ..

® Test conditions

Equipment name input

TImpulse Noise Simnulator

Muodel |

Serial I

]

Cancel

Enter test conditions, such as climatic conditions, information about EUT, etc.
Information so entered is displayed in each field on a report screen.
<Clear> button clears all settings. (Refer to [6.3 Print Preview Screen].)

B Untitled - INS-AX2RS

Communication  Help

Equipment narme inpuk. ..

Test conditions

Description of EUIT I

Model No. |

Serial Mo, ]

 Type of EUT
| Desk Top

Temperature
Hurnidity

Atmosphenic pressure

[~ Flaar Stand

[~ Handy

[~ . [ <Clear> button

- .
|
Cancel I Clear
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® Setting up the communication port
Set up the communication port. (Refer to [6.4 Communication Setting].)

RS-232 Setllp

Bl Untitled - INS-AX2RS
.Fil_e Gption - Communication | Help | . e Con1
LD RE 7| Abot.
Bitz / ¢ | 9800
[rata bits 8
Parity Mone
Stop bits | 1
Flow contral | Mone
Ok | Cancel

® Version information
Check the version of this application.

¥ Untitled - INS-AX2RS

File Option  Communication BgEe
O = E@% k74 About. ..

® Right-click menu
Right-clicking on [Test Type Select Tab] opens a popup menu to copy or paste the data setting
of a unit.
* This menu is not displayed during the test.

LE Copy g
Paste I F

| P [ IR b [ 1 .

Copy : Copies the data setting of the presently selected unit.
Data alone in [Test Type Select Tab] is copied, and [Unit Name] is not copied.

Paste : Pastes the copied data on the presently selected unit.
* Once pasted, the copied contents are not cleared even after doing "Open"”, "New"
and "Save" operations.
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6.0PERATION

6.2.2. Executing a test

(1) LINE ON
— Turn on <LINE> button, and "Warning Lamp" ’E lights up at the upper right of Test
OO0 Execute Screen, indicating that the line is on.
[Exit Application] and [RS-232 Setting] operations are disabled during LINE ON.

(2) START
When the test is executed, "Warning Lamp” blinks at the upper right of Test Execute
Screen to indicate that the test is being executed.
All menus and tool bars are disabled while the test is being executed.

(3) INJECT

Piileayt [Pulse Out]is displayed on the left side of <Start> button, indicating that pulse is
being injected.

(4) PAUSE
Clicking on this button during injection pauses the test. This button blinks during pausing,
indicating that indication is paused. To cancel pause, click on this button again.
* No injection can be performed during pausing.

(5) Cancel Endless

When injection time and interval time are set to Endless, this button blinks.
Clicking on this button cancels the Endless setting.

(6) 1 Shot Mode
When a test is executed with this button pressed, the test is executed in the 1 Shot mode.
@ A single pulse can be output by means of (7) <1Shot> buttons during the test.

(7) 1 Shot
This button is enabled during the test in the 1Shot mode. Each time this button is pressed,
5 a single pulse is injected. While [Pulse Out] label on the left side of <Start> button is
displayed (during injection), this button is enabled. However, it is disabled during the
interval and preparation (while the switching unit is operating).

(8) UPDATE
Start Edit Control (Start Line) of Voltage and Trigger in case of manual setting or no
UPDA | sweep setting (with Sweep Check Box not check-marked) can be changed even if a test
is being executed.
Enter an update value and click this button, so that Voltage value and Trigger value are
updated.
* This button is not displayed in the program mode and when the test is stopped and paused.
* Start Trigger Edit Control cannot be changed when Variable is selected in the 1 Shot mode.
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6.0PERATION

(9) Test Progress
Displays the progress of a test by percentage, remaining time and progress bar on the status bar
under the screen while the test is being executed.

* Time: Does not include the time required for switching the unit, and it should be used as a guide value.
ISTF\RT 71% remaining 2s ] LM I

(10) Program Test Execute
Displays a unit list and highlights the unit that is being executed during the program test
execution.
After the test is finished, the unit list disappears.

0 Untitled - INS-AX2RS 3

Unit Mo, Unit Mame Program MName . .
JTJ Unit01 Program0l DEMO @ Unit List

Sequence

4 | wipTH | wout | worz | vora | TRG1 | TRG2 | TRG3 | N | RET » /
MW 100 200 025 20ms

=
=1
5

. 1+
INJECTION J - 2 + 10 0.01 Sldeg
3+ 10 oo 20ms
| 4+ W om 20ms
[FeEruAn -] - 5 o+ 0 om 20ms
6+ 10 0ol 20ms Ll 5G
| s mooom 20ms L1 SG
[FOLERTTY - | & + 10 ool 20ms Ll 5G
FIEERE S - 9+ 10 oo 20ms 1 SG
| 0« 10 0ol 20ms Ll 5G
"o« 0 om 20ms 0 56
PULSE -] - 12+ 10 oo 20ms U 56
| 13 0+ 10 ool 20ms Ll 5G
TRBGE <] - 14« 10 00l 20ms 11 SG w
Pulse Injection -
[voLTacE -] -] Interval Time [ ]

Control

PulseCOnt

|
rd
TR e rT o e 1
Unit List Blink
Header name Description
No. Unit No.
+,/— Polarity
VOL1, 2, 3 Start Voltage, Stop Voltage, Step Voltage
TRG1, 2. 3 Start Trigger. Stop Trigger, Step Trigger
INJ Injection
RET Return
TERM Terminator
(12) Error
When an error occurs during test execution, displays a message and stops the test.
(Example)

INS-AX2RS

' ‘_., Dutlet panel inkerlock circuit open, The kest run will stop.
L
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6.OPERATION

6.3. Print Preview Screen

Features : - Displays test settings for printing.
+ Reads the past saved file, and displays and prints it.
- Test contents are displayed in the programmed order.

E¥ Untitled - INS-AX2RS

.ﬂeutF‘age' F‘reg;:";gsl IwoF"ageI Zoom In I Iua-:nT-E_H:t' Lloge |

‘Impulse Noise Inmunity Test Report

slgn
Dz Iptin af BT :
Badal Ha.
wrlal Ha .
Typa of BT i [ 0ak Tap [ Floar Stand [ Hande

T¢pa of Epimant Imulsa Wisa Slmulaty
bkl : 14T
wrlal :

Tast Canditiane
= Tapaatrd
= Humldity :
z Atmaqhalc Prasara

Page 1

® [Function of each menu button

F

Frirt....
Prints.

:

MHext Page
Displays the next page.

Frex Page
Displays the previous page.

ot

Two Page

Displays 2 pages. It is available when there are 2 pages or more and one page is displayed.

:

One Page
Displays one page. It is available when 2 pages are displayed.
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6.0PERATION

‘

Zoom |n

Expands the display.

Zoom Dt
Reduces the display.

d

Cloze
Closes the print preview.

* When the printer driver is not set, [Print Preview Screen] is not displayed.
For installation of the printer driver, refer to Windows® Manual or contact the customer’'s system

manager or network administrator.
* Use of some driver may cause a phenomenon that the displayed position sometimes shifts
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6.0PERATION

6.4. Communication Setting

Features : - Available communication port can be selected.
- Displays a list of RS-232 parameter settings.

R5-232 Setllp

Com port @ -

Bits / 5 " 9500

Diata bits a

Fanty .Nane

Stop bitz 1

Flawy cantral Maie
K. Cancel

(D Set the port No. connected to the INS-AX2.
The currently available port No. is displayed.
As these settings are saved, no resetting is required unless the connecting port is changed.

Items other than (D are the fixed values of this software. Therefore, they cannot be changed on
the user side.
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/. OPERATING ENVIRONMENTS

Personal computer : PC/AT compatible

CPU . Clock speed 300 MHz or higher recommended
Main memory : 128 M byte or more

HDD : 32 M byte or more space required

0S : Microsoft® Windows® 7 Operating System

(English/Japanese/ Korean version)
Microsoft® Windows® 10 Operating System
(English/Japanese/ Korean version)

Graphic : SVGA resolution (800*600*256 colors) shall be supported

(Scroll bar is provided in case of SVGA.)
The following additional requirements also shall be met :

Pointing device such as a mouse is provided.

CD-ROM or a DVD drive is to be provided.

Vacant serial port is to be available. (One port shall be occupied.)

The PC shall be connected to the INS-AX2 simulator before this program gets
started. (The program gets started in demo mode when the PC is not
connected to the instrument)
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8. WARRANTY

Warranty

A warranty is provided for the software produced by NoiseKen and its update files under the
following terms and conditions. This warranty is valid in Japan only.

1. Scope of Warranty
This warranty applies to the software produced by NoiseKen and its update files.

2. Free Support
Generally, no free support is provided.

3. Total Maximum Liability
NoiseKen assumes no liability for any losses or damages incurred by the customer due
to faults arising from this software by NoiseKen, including but not limited to, direct or
indirect potential lost earnings and direct or indirect damages due to third party claims for
compensation against the customer.
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9. NOISE LABORATORY SUPPORT NETWORK

® If a symptom which seems a trouble is found, check the symptom, software version,
model name of connected device, and serial number, and inform this information to

Noise Laboratory or your nearest sales agent of Noise Laboratory.
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NOISE LABORATORY CO., LTD.
1-4-4, Chiyoda, Chuo-ku, Sagamihara City, Kanagawa Pref., 252-0237, Japan
TEL: +81-(0)42-712-2051  FAX: +81-(0)42-712-2050

URL: http://www.noiseken.co.jp
Printed in Japan



